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WARNING!
This leaflet MUST be present inside the cockpit at all times when this is required by law.

Should you be selling the aircraft make sure this manual is handed over to the new owner.

This is the original document issued by Pipistel d.o.o. Ajdovščina and Pipistrel LSA s.r.l.
Should third-party translations to other languages contain any inconsistencies, 

Pipistrel denies all responsibility.
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WARNING! 
All changes to the manual are marked in red, all additions in blue.

Limitations - Operational velocities
Speed limits

Velocity IAS 
[km/h (kts)] Remarks

VAE 
Maximum speed with 
airbrakes extended 130 (70) Do not fly with airbrakes extended above 

this speed

Normal procedures
Preflight inspections

Verify that the airbrakes are closed flush to the upper wing surface when closed.
Engage MASTER switch and select EXTend the airbrakes on the instrument panel knob. Verify that 
the airbrakes are extended fully and evenly and that the status LED is illuminated (solid, no blinking). 
Select RETRacted and verify that the airbrakes retract and that the status LED is off. 
Select AUTO and extend flaps fully (second stage). Verify that the airbrakes are extended fully and 
evenly and that the status LED is illuminated (solid, no blinking).  

Use in flight

Typically the airbrakes are used in their AUTO function. They will extend with second stage of flaps 
and retract as soon as the flaps are not selected in second stage. Expect a 250-300 fpm increase of 
sink rate. In this case, modify take-off procedures to use first stage of flaps only. 

NOTE: It is possible to take-off, climb and go-around with the airbrakes extended with a positive 
rate of climb, however the performance is degraded. Pilot caution is advised.

The pilot can manually select airbrakes extended or retracted via the instrument panel knob. 
Operating airspeed limitation (max  speed with airbrakes extended 70 kts, 130 km/h) must be 
respected.
 

Emergency procedures
Failure of airbrakes

Should the airbrakes fail to extend/retract, this will be signaled by the blinking STATUS LED on the 
instrument panel. In this case:
Maintain speeds of 70 KIAS / 130 km/h or below and land as practical. You can attempt to recycle the 
airbrakes by manually selecting Extend and Retract. Be aware that the approach path needs to be 
adjusted in case airbrakes remain retracted/extended.

NOTE:  in case of a single airbrake failure, the system will position the “healthy” airbrake to match 
the degree of extension, removing the assymetric condition. 
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System description
The system consists of 2 individually actuated airbrake assemblies with belonging servo motors, the drive-
module, flap position sensor and instrument panel knob/LED assembly. 

All connections between the modules are electric. Make sure that the electrical connectors to the wings are 
secured if assembling/disassembling the aircraft.

The system has three (3) modes:

Automatic (AUTO) - airbrakes are extended when flaps are in second stage
Manual Retracted (RETR.) - airbrakes are retracted, regardless of the flap position
Manual Extended (EXT.) - airbrakes are extended, regardless of the flap position

Placard
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Pipistrel LSA s.r.l.
Via Aquileia 75
34170 Gorizia

Italy, EU

info@pipistrel-usa.com

www.pipistrel-usa.com
www.pipistrel.eu

Pipistrel d.o.o. Ajdovščina
podjetje za alternativno letalstvo

Goriška cesta 50a
SI-5270 Ajdovščina

Slovenija

tel: +386 (0)5 3663 873
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